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that each appliance for watertight in-
tegrity is closed and watertight. 

(b) If existing conditions warrant, the 
master or person in charge may permit 
appliances for watertight integrity to 
be open while afloat.

§ 109.211 Testing of emergency light-
ing and power systems. 

(a) The master or person in charge 
shall insure that— 

(1) Each emergency lighting and each 
emergency power system is tested at 
least once each week; 

(2) Each emergency generator is test-
ed at least once each month by oper-
ating it under load for at least 2 hours; 
and 

(3) Each storage battery for emer-
gency lighting and power systems is 
tested every six months under actual 
connected load for a period of at least 
2 hours. 

(b) After the 2 hour test period re-
quired in paragraph (a)(3) of this sec-
tion, the voltage values under load or 
specific gravity of electrolyte must be 
measured. Measured values must be ex-
trapolated to approximate the values 
that would result following a 12 hour 
test period. The test must be extended 
if a trend cannot be determined to 
allow extrapolation. The capacity of 
the battery corresponding to the ex-
trapolated values of voltage or specific 
gravity must be sufficient to supply 
the actual connected load.

§ 109.213 Emergency training and 
drills. 

(a) Training materials. Abandonment 
training material must be on board 
each unit. The training material must 
consist either of a manual of one or 
more volumes, written in easily under-
stood terms and illustrated wherever 
possible, or audiovisual training aids, 
or both as follows: 

(1) If a training manual is used, a 
copy must be made available to each 
person on board the unit. If audiovisual 
training aids are used, they must be in-
corporated into the onboard training 
sessions described under paragraph (g) 
of this section. 

(2) The training material must ex-
plain, in detail— 

(i) The procedure for donning life-
jackets, immersion suits, and anti-ex-
posure suits carried on board; 

(ii) The procedure for mustering at 
the assigned stations; 

(iii) The procedure for boarding, 
launching, and clearing the survival 
craft and rescue boats; 

(iv) The method of launching from 
within the survival craft; 

(v) The procedure for releasing from 
launching appliances; 

(vi) The method and use of water 
spray systems in launching areas when 
required for the protection of alu-
minum survival craft or launching ap-
pliances; 

(vii) Illumination in launching area; 
(viii) The use of all survival equip-

ment; 
(ix) The use of all detection equip-

ment for the location of survivors or 
survival craft; 

(x) With illustrations, the use of 
radio lifesaving appliances; 

(xi) The use of sea anchors; 
(xii) The use of engine and acces-

sories; 
(xiii) The recovery of survival craft 

and rescue boats, including stowage 
and securing; 

(xiv) The hazards of exposure and the 
need for warm clothing; 

(xv) The best use of the survival craft 
for survival; 

(xvi) The methods of retrieval, in-
cluding the use of helicopter rescue 
gear (slings, baskets, stretchers), and 
unit’s line throwing apparatus; 

(xvii) The other functions contained 
in the muster list and emergency in-
structions; and 

(xviii) The instructions for emer-
gency repair of the lifesaving appli-
ances. 

(b) Familiarity with emergency proce-
dures. Each of the crew members and 
industrial personnel with assigned 
emergency duties on the muster list 
must be familiar with their assigned 
duties before working on the unit. 

(c) Drills—general. (1) Drills must, as 
far as practicable, be conducted as if 
there were an actual emergency. 

(2) Each of the crew members and in-
dustrial personnel must participate in 
at least one abandonment drill and one 
fire drill every month. Drills must take 
place within 24 hours of a change in 
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